
LTC Flexible Liquidtight Galvanised Steel Conduit

FEATURES

The �exible inner core of Type LT conduit is spiral wound double dipped, hot dipped galvanised with a cord packing. 
Sizes range from 16mm through to 100mm. Larger sizes are fully interlocked.
• Manufactured to UL360 dimensions.
• Manufactured to comply with AS/NZS 2053.8:1995 Sizes 16mm through 100mm. HD classified

PRODUCT DETAILS

CHARACTERSITICS:
• Temperature Rating -10° C to + 105°C
• The smooth outer flexible PVC sheathing has a wide temperature range
• Resistant to Oils, Mild Acids and Many Industrial Chemicals
• Sunlight (UV) Resistant
• Self-extinguishing / Flame Retarded
• Provides IP66, IP67 or IP68 protection when used with appropriate liquidtight fittings and connectors
• RoHS and WEEE Compliant
• Uses standard Liquidtight fittings IP 66/67/68
• Type LT flexible metallic conduit is available in Black (-B) and Grey (-G)

:

ADDITIONAL PRODUCT DETAILS

Part No Nom Size

LTC16BK-** 16.0

20.0
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LTC20BK-**

LTC25BK-**

LTC32BK-**

LTC40BK-**

25.0

32.0

40.0

Trade SIze (Imp)

3/8”

1/2”

3/4”

1.0”

1 1/4”

Internal Dia
Min-Max

12.3-12.8

15.8-16.3

20.8-21.3

26.4-27.1

35.1-35.8

Bend Rad Roll **

50.0

65.0

75.0

100.0

120.0

10 / 15 / 30

10 / 15 / 30 / 50

10 / 15 / 30 / 50

10 / 15 / 30 / 50

10 / 15 / 30 / 50

** Add Roll length to Part number

LTC50BK-**

LTC63BK-**

LTC80BK-**

LTC100BK-**

50.0

63.0

80.0

100.0

1 1/2”

2.0”

3.0”

4.0”

40.0-40.6

51.3-51.9

78.0-78.7

101.6-102.6

140.0

180.0

350.0

300.0

10 / 15 / 25

8 / 10

10 / 15 / 25

8

External Dia
Min-Max

87.9-88.9

59.4-60.3

47.4-48.3

41.4-42.2

32.8-33.4

26.2-26.7

20.8-21.3

17.5-18.0

113.3-114.3



Part No Thread

LTC10-M16 M16 x 1.5   

M20 x 1.5

Suits threaded and knock entries

LTC16-M20

LTC16-M16

LTC20-M20

LTC25-M25

M16 x 1.5

M20 x 1.5

M25 x 1.5

Conduit Size

16.0 

16.0 

16.0

20.0

25.0

Thread Length

12.7

12.7

12.7

12.7

14.2

Internal Dia

10.4

13.5

10.4

13.5

18.5

Length O/A

36.7

36.7

36.7

36.7

39.3

LTC32-M32

LTC40-M40

LTC50-M50

LTC60-M63

M32 x 1.5

M40 x 1.5

M50 x 1.5

M63 x 1.5

32.0

63.0

50.0

40.0

20.0

18.2

18.2

16.3

48.6

37.8

33.4

24.9

54.0

51.2

51.2

43.3

Back Nut Torque Tension
 Required (Nm) Note 2

26.2 Nm

181.0 Nm

136.0 Nm

113.0 Nm

79.1 Nm

56.5 Nm

33.9 Nm

22.6 Nm

33.9 Nm

1. To achieve IP 66/67/68 protection for this �tting, a thread sealing washer or O ring must be installed.
2. The back nut, which clamps the �exible conduit to the �tting, must be tightened to the torque tension stated to achieve the IP protection rating of the �tting and prevent water ingress.

Straight Nickel Plated Brass Fitting Suit LTC Conduits

FEATURES

Temperature range -45 C to + 135 C
Material   Nickel Plated Brass
Protection degree  IP66/IP67/IP68 (Note 1)

U.V. Rating  U.V. resistant and suitable for outdoor use.

PRODUCT DETAILS

Characteristics:  High tensile strength, oil resistant, corrosion resistant
   Multi-part four component �tting supplied with nylon insulating throat
   Thread sealing O-Ring included with this �tting

Compatibility:  Interchangeable with all liquid tight conduits made to American (UL360) sizes.

Applications:  Suitable for threaded and knock out entries.

:

ADDITIONAL PRODUCT DETAILS

0 0

Part No Thread

LTC16-M16-90 M16 x 1.5   

M16 x 1.5

Suits threaded and knock entries

LTC16-M20-90

LTC20-M20-90

LTC25-M25-90

LTC32-M32-90

M20 x 1.5

M25 x 1.5

M32 x 1.5

Conduit Size

16.0 

16.0 

20.0

25.0

32.0

Thread Length

12.7

12.7

12.7

14.2

16.3

Internal Dia

11.0

14.0

13.5

18.0

24.2

Length O/A

55.5

56.0

57.0

65.5

78.8

LTC40-M40-90

LTC50-M50-90

LTC63-M63-90

M40 x 1.5

M50 x 1.5

M63 x 1.5

40.0

63.0

50.0

20.0

18.2

18.2

50.0

38.5

32.0

111.5

97.0

90.5

Back Nut Torque Tension
 Required (Nm) Note 2

26.2 Nm

181.0 Nm

136.0 Nm

113.0 Nm

79.1 Nm

56.5 Nm

33.9 Nm

26.2 Nm
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Part No Thread

LTC16-M16-45 M16 x 1.5   

M20 x 1.5LTC20-M20-45

LTC25-M25-45

LTC32-M32-45

LTC40-M40-45

M25 x 1.5

M32 x 1.5

M40 x 1.5

Conduit Size

16.0 

20.0 

25.0

32.0

40.0

Thread Length

12.7

12.7

14.2

16.3

18.2

Internal Dia

10.4

13.5

18.5

24.9

33.4

Length O/A

52.7

55.7

63.2

74.7

90.5

LTC50-M50-45

LTC63-M63-45

M50 x 1.5

M63 x 1.5

50.0

63.0 20.0

18.2

48.6

37.8

118.7

95.0

Back Nut Torque Tension
 Required (Nm) Note 2

26.2 Nm

181 Nm

136 Nm

113 Nm

79.1 Nm

56.5 Nm

33.9 Nm

1. To achieve IP 66/67/68 protection for this �tting, a thread sealing washer or O ring must be installed.
2. The back nut, which clamps the �exible conduit to the �tting, must be tightened to the torque tension stated to achieve the IP protection rating of the �tting and prevent water ingress.

Part No Conduit

LTCF-16 16.0

20.0LTCF-20

LTCF-25

LTCF-32

25.0

32.0

Style

Plain Non Flared

Ferrules Plain Non Flared

Plain Non Flared

Plain Non Flared

Plain Non Flared

LTCF-40

LTCF-50

LTCF-63

LTCF-75

LTCF-80

LTCF-100

40.0

50.0

63.0

75.0

80.0

100.0 Plain Non Flared

Plain Non Flared

Plain Non Flared

Plain Non Flared

Plain Non Flared

Plain Non Flared
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