
NCS Nylon Polyamide 6 Flexible Conduit

FEATURES

NCS conduit consists of a corrugated standard weight �ne pitch polyamide 6 (PA6) nylon �exible conduit.
Manufactured to comply with AS/NZS 2053.8:1995.

PRODUCT DETAILS

Characteristics:
• Temperature Rating -40° C to + 105°C (Intermittent exposure to +120° C)
• Highly flexible and abrasion resistant with a high fatigue life
• Halogen free, UV resistant and self-extinguishing
• Oil and sunlight resistant
• Light in weight with a high impact strength and recovery if crushed
• Fittings: Non-metallic quick connect NCS (IP66) and NCSX (IP68) range of fittings
• Tensile Strength: 40 kg
• Compression Strength: 36 kg per 100mm
• NCS conduit range is available in Black (-B) only

:

ADDITIONAL PRODUCT DETAILS

Part No Nom Size

NCS10BK-** 10.0

12.0
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NCS12BK-**

NCS13BK-**

NCS16BK-**

NCS20BK-**

13.0

16.0

20.0

Outer Dia

10.0

12.0

13.0

15.8

21.2

Internal Dia

6.30

8.80

9.80

11.8

14.8

Telstra Approved
Bird Proo�ng Bend Rad Roll **

15.0

20.0

25.0

35.0

45.0

50

50

50 / 25

50 / 25 / 10

50 / 25 / 10

** Add Roll length to Part number

NCS21BK-**

NCS25BK-**

NCS28BK-**

NCS34BK-**

NCS42BK-**

NCS54BK-**

NCS67BK-**

NCS80BK-**

21.0

25.0

28.0

34.0

42.0

54.0

67.0

80.0

25.0

28.5

34.5

42.5

54.5

67.2

81.0

107.2

16.7 

19.1

22.8

28.1

35.5

47.2

56.3

66.5

45.0

50.0

70.0

60.0

50.0

130.0

130.0

80.0

50 / 25 / 10

50 / 25 / 10

50 / 25 / 10

25 / 10

25 / 10

25 / 10

25 / 10

10

Yes

Yes

Yes

Yes

Yes

Yes



Fittings To Suit NCS Conduits (Nylon)

FEATURES

Temperature range -40 C to + 115 C (Short term 150 C)
Material   PA66 Nylon
Colour   Black (RAL 9005)
Protection degree  IP66
U.V. Rating  U.V. resistant and suitable for outdoor use.

PRODUCT DETAILS

Characteristics:  
Low �re hazard, �ame retardent, self extinguishing
Halogen free - Free of Phosphor and cadmium
Designed for terminating CL conduit range

:

ADDITIONAL PRODUCT DETAILS

Part No Thread

M12 x 1.5   

M16 x 1.5

Suits threaded and knock entries

00

NCS13-M16

M12 x 1.5

M16 x 1.5

M16 x 1.5

Conduit Size

10.0 

10.0 

12.0

12.0

16.0

Thread Length

11.5

11.5

11.5

11.5

12.0

Internal Dia

10.0

13.0

10.0

13.0

13.0

Length O/A

34.5

36.5

34.5

36.5

39.5

0

Installation: 
Integrated “quick release” tab enables fast, snap on installation
No tools required
Suitable for threaded and knock out entries. Locknut supplied.

NCS13-M12

NCS10-M16

NCS10-M12

NCS16-M16

NCS16-M20

NCS20-M20

NCS21-M20

NCS25-M25

NCS28-M25

NCS34-M32

NCS42-M40

NCS54-M50

NCS54-M63

NCS67-M63

M20 x 1.5

M20 x 1.5

M32 x 1.5

M32 x 1.5

M25 x 1.5

M20 x 1.5

M25 x 1.5

M63 x 1.5

M63 x 1.5

M50 x 1.5

40.0

32.0

25.0

25.0

20.0

20.0

16.0

63.0

50.0

50.0

16.0

16.0

16.0

15.0

15.0

13.0

13.0

13.0

13.0

12.0

65.0

55.0

45.0

35.0

27.0

22.0

22.0

16.0

16.0

16.0 

71.0

55.0

55.0

54.0

51.0

47.0

47.0

45.0

45.0

39.5
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90 Fittings
0

Part No Thread

M12 x 1.5   

M16 x 1.5

Suits threaded and knock out entries

NCS20-M20-90

M16 x 1.5

M20 x 1.5

M20 x 1.5

Conduit Size

10.0 

13.0 

16.0

20.0

21.0

Thread Length

11.5

11.5

12.0

13.0

13.0

Internal Dia

8.50

11.0

12.0

15.5

15.5

Length O/A

34.0

38.5

43.5

51.5

51.5

NCS16-M16-90

NCS13-M16-90

NCS10-M12-90

NCS21-M20-90

NCS25-M25-90

NCS28-M25-90

NCS34-M32-90

NCS42-M40-90

NCS54-M50-90

M25 x 1.5

M25 x 1.5

M50 x 1.5

M32 x 1.5

M40 x 1.5

54.0

42.0

34.0

28.0

25.0

16.0

15.0

15.0

13.0

13.0

43.0

32.0

25.0

20.5

20.5

91.0

81.0

70.5

59.0

59.0

Height O/A

33.5

86.5

73.5

33.5

65.5

56.0

56.0

48.0

40.5

36.0

Straight Female Adaptor

Part No Thread

M16 x 1.5   

M16 x 1.5

Female Thread Adaptor

NCS28-M25

M20 x 1.5

M25 x 1.5

M32 x 1.5

Conduit Size

13.0

16.0

21.0

28.0

34.0

Thread Length

13.5

13.5

13.5

16.0

17.5

Internal Dia

10.0

12.0

17.0

23.5

30.0

Outside Dia

20.0

23.0

29.5

37.0

44.0

NCS21-F20

NCS16-F16

NCS13-F16

NCS34-M32

Length O/A

38.0

56.0

50.0

47.0

41.0
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