
SRC Galvanised PVC Jacket Steel Flexible Conduit

FEATURES

SRC conduit is constructed with a flexible galvanised steel inner core. The vacuum extrusion process allows this product
to have a thin PVC jacket applied which does not impede the flexibility of the inner core. Light weight construction provides 
excellent flexibility and liquid tightness. Manufactured to comply with AS/NZS 2053.8:1995.

PRODUCT DETAILS

Characteristics:
• Temperature Rating -20° C to +70°C
• PVC jacket is flame retardant and oil and sunlight resistant as well as corrosion and rust resistant
• VJC is oil resistant
• PVC jacket conforms with UL 360 that is flame retardant
• Sunlight (UV) Resistant
• Self-extinguishing / Flame Retarded
• Provides IP65
• Available in Black (-B) only
• Fittings: To terminate use either VJCF two-part fittings or four-part compression fittings.

:

ADDITIONAL PRODUCT DETAILS

Part No Nom Size

SRC16B-** 16.0

20.0

© 2023 Noremak. All Noremak marks and logos are owned or licensed by Noremak Industries or its affiliates. All other trademarks are the property of
their respective owners.

WARNING

Noremak products shall be installed and used only as indicated in Noremak's product instruction sheets and training materials. Instruction sheets are available at www.noremak.com.au and from your Noremak customer service centre.
  Improper installation, misuse, misapplication or other failure to completely follow noremak's instructions and warnings may cause product malfunction, property damage, serious bodily injury and death and/or void your warranty.
Noremak Reserves the right to modify-change specifications without notice

Adelaide

1 Ledger Road
Beverley SA 5009

Darwin

2 Roni Court
Winnellie NT 0820

sales@noremak.com.au    
Ph: 08 8244 7288   Fax: 08 8244 7299

www.noremak.com.au

SRC20B-**

SRC25B-**

SRC32B-**

SRC40B-**

25.0

32.0

40.0

Outer Dia

17.0

21.5

26.0

34.0

44.5 

Internal Dia

13.0

16.9

21.1

28.1

37.6 

Bend Rad Roll **

40.0

45.0

55.0

60.0

80.0

50 / 25 / 10

50 / 25 / 10

50 / 25 / 10

50 / 25 / 10

30.0 / 10.0
** Add Roll length to Part number



Compression (IP65)Non-Compression (IP54)Non-Compression Swivel (IP54)Compression (IP65)

Straight Fitting Suit SRC Conduits

FEATURES

Tempature Range: -45 C To +70 C
Material:   Nickel Plated Brass
Protection:  IP54/65
Suits conduits manufactured to UL360 sizes

PRODUCT DETAILS

Characteristics:  *High tensile strength oil and corrosion resistant Multi 4 Part 
     component compression �tting
   *Nylon Insulated throat
   *Metric Threaded
    

:

ADDITIONAL PRODUCT DETAILS

Part No Thread

SRC16-C-M16 M16 x 1.5   

M20 x 1.5

Suits threaded and knock out entries

0 0

SRC16-C-M20

SRC20-C-M20

SRC25-C-M25

SRC32-C-M32

M20 x 1.5

M25 x 1.5

M32 x 1.5

Conduit Size

16.0 

16.0 

20.0

25.0

32.0

Thread Length

12.7

12.7

12.7

14.2

16.3 

Internal Dia

10.4

13.5

13.5

18.5

24.9

Length O/A

36.7

36.7

36.7

39.3

43.3

Compression Straight Fitting IP65

Part No Thread

SRC16-M16 M16 x 1.5   

M20 x 1.5

Suits threaded and knock out entries

SRC20-M20

SRC25-M25

SRC32-M32

SRC40-M40

M25 x 1.5

M32 x 1.5

M40 x 1.5

Conduit Size

16.0 

20.0 

25.0

32.0

40.0

Thread Length

12.7

12.7

14.2

16.3

18.2

Internal Dia

10.4

13.5

18.5

24.9

33.4

Outside Dia

28.0

32.0

39.0

47.0

60.0

Non-Compression Straight Fitting IP54

SRC50-M50 M50 x 1.5 50.0 18.2 37.8 67.0
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Part No Thread

SRC16-S-M16 M16 x 1.5   

M20 x 1.5

Suits threaded and knock out entries

SRC20-S-M20

SRC25-S-M25

SRC32-S-M32

SRC40-S-M40

M25 x 1.5

M32 x 1.5

M40 x 1.5

Conduit Size

16.0 

20.0 

25.0

32.0

40.0

Thread Length

12.7

12.7

14.2

16.3

18.2

Internal Dia

10.4

13.5

18.5

24.9

33.4

Outside Dia

28.0

32.0

39.0

47.0

60.0

Non -Compression Straight Fitting-Swivel IP54

SRC50-S-M50 M50 x 1.5 50.0 18.2 37.8 67.0

SRC63-S-M63 M63 x 1.5 63.0 20.0 48.6 81.0

Part No Thread

SRC16-C90-M16 M16 x 1.5   

M20 x 1.5

Suits threaded and knock out entries

SRC20-C90-M20

SRC25-C90-M25

SRC32-C90-M32

M25 x 1.5

M32 x 1.5

Conduit Size

16.0 

20.0 

25.0

32.0

Thread Length

12.7

12.7

14.2

16.3

Internal Dia

10.4

13.2

17.2

24.2

Outside Dia

28.0

31.5

38.5

46.5

Compression 90 Fitting IP65 
0

Part No Conduit

SRCF-16 16.0

20.0SRCF-20

SRCF-25

SRCF-32

25.0

32.0

Style

Lip Turned Up

Ferrules Turned Lip

Lip Turned Up

Lip Turned Up

Lip Turned Up

Part No Conduit

SRCFI-16 16.0

20.0SRCFI-20

SRCFI-25

SRCFI-32

SRCFI-40

25.0

32.0

40.0

Style

End Insert

End Insert

Ferrule End Inserts

SRCFI-50 50.0

SRCFI-63 63.0

SRCFI-80

SRCFI-100

80.0 

100.0 

End Insert

End Insert

End Insert

End Insert

End Insert

End Insert

End Insert
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